
Open Air Innovation

The Automatic Levelling System

Operation Help

Manual Retraction



Considerations

You must know the location of the pump.

Take into consideration the vehicle clearance and items around 

the vehicle.

You may need a flashlight.

You may need a 10mm

Spanner to drop the black

case housing.

Keep a cloth at hand for dirt

and residue.

Remove the main fuse .



Remove Valve Screw Caps

On the top of the

pump, locate the

4 screwcaps (A)

Carefully remove,

keep seal and O

Ring Safe (B)

Each Valve (4)

should have the

Pin Visible.

Use Screwcaps

on the Valves to

Push on pins.



Retracting

Once all 4 Valves have

Screwcaps on, seals and O

rings are safely away. The

pump will look like this.

Locate the pump handle (with

instructions or already in place)

and slowly operate using full

strokes.



Final

Your jacks will retract. 

The process may take some minutes and the vehicle may 

lower quickly in some stages.

Do not operate the jacks and report immediately to your 

nearest Ma-Ve agent.



Links: videos and tutorials

https://www.youtube.com/watch?v=LO_C3wh9zXk
(video tutorial Montage der kolben am fahrgestell vom 

Fiat Ducato X250)

https://www.youtube.com/channel/UCI7yIUUGl

m-b5e4RKvR8v6w/videos
(link to the videos of Ma-VeTV sat & hydraulics)

https://www.youtube.com/watch?v=LO_C3wh9zXk
https://www.youtube.com/channel/UCI7yIUUGlm-b5e4RKvR8v6w/videos

